IC NO GYRO/KNUDSEN LAYOUT
CURRENT CONFIGURATION

COMS3, DB9 to DB9 Serial
KNUDSEN DECK UNIT 2urmememnens 3
3o 2
Bemmmmmmeeeen 5
2 7 |7
8- |-8
(comt) (com2) (coms) (‘coms)
SCsi
NOTE:
a0 DeviceMaster
SCSI Fiber Optic Extender - To o= Port 2 on Hly-
Computer in Computer Lab T e SCS server is
DeviceMaster RTS Serial Si to 100TX COM40
(192.168.10.70) (Port 2)
COM2, Nav Input from Linksys 8-port switch
the Ashtech GPS Unit
located in the W guge s RIS YT o e
To Rotary Switch on left side of computer Lab Sthee G SRR VETEYEY
Equiment rack #18
3Com switch SDN VLAN19 - Port 24
e U e eerey o
SCSI Fiber Optic Extender - To Deck
COMPUTER LAB Unit in IC NO GYRO

KNUDSEN CPU
(hly-knudsen)

[0-W) < vioEO >

KVM FIBER CATS5 to Sci Network

EXTENDER/LOCAL

\

Equipment is located in 3Com 1000 Base T switch
the forward rack in the T iearesm I
Computer lab BEIger il (W R WP EEEEW o s
SERV SWITCH
/E_ocated in Aft Conn.
CAT5 KVM
CAT5 KVM REMOTE
LOCAL (AFT CONN)

Located in Computer Lab

CAT5 KVM

REMOTE
(COMPUTER LAB) 6/26/2005

knudsen.vsd




